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Login
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@ CAUTION!

The default password is intended only for the first logind should b
changed to a strong one containing at least eight characters incl
uppercase and lowercase letters, digits and symhétksr your first logii
to ensure security

1. Rightclick anywherein the window and then chooseMenu. The

login dialog box is displayed.
2. Select the useramefrom the dropdown list enter your password,

and then cliclkogin

Local Operations
2 d2FNBTFENIAGIA L /I 3/BE X BIZRH A 2y Ij dai O

E@ NOTE!

Unless otherwise specified, all operations described in this manu:
performed with a mousédy the right hand SeeMouse Operationgor

details.

Mouse Operations

Table }1 Mouse Operations

Name Action Description
Selector confirmanitem.
Click Selectto edit digits, symbols, uppetaseor
Left lower-case lettersn afield.
button Doubleclick | Enter or exit full screen mode live view
Drag Draw or move aectangleon the screenfor

example, anotion detection area

(



Name Action Description

. Show the shortcut menu.
Right . Exitzoom.

Click : _ _
button . Exit the current window whe@ancebr Exit
is displayed.

Scroll up or | Scroll upor down a listor a window or zoomin

Wheel down or out onaplaybackprogress bar

2 Initial Configuration

Preparation

Make sure that at least one monitor is correctly connected to the
VGAor HDMI interface on the rear panel of tidVR

Verify thatthe hard disk(sare correctly installed. Fodetailedsteps
to install a hard diskpleaserefer to the quick guideshipped with
your NVR

Login
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admin =

Login

1. BEnterthe defaultadminpassword 123456;lickLogin andclickYes
in the popup window.

Please change the default password. Change now?

Yes No

2. Set a strong password, and then cli@K

Change Password

Username

Old Password

Password
Confirm

oK Cancel



3. Setthe unlockpattern.

Set Pattern

Please draw unlock pattern

GEOED

(e ()
(L)

M Don't show again Skip

@ Note:
Unlock pattern can be enabled/disabledt System> Useid®See Usel
Configurationfor details

Wizard
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QReode Time Tcenp

Step 1

Scan QR code to download and install the app.

Step 2

Sign up and log in.

Step 3

Scan QR code with the app to add the device.

Start Wizard at startup

Next Exit

1. Bnable or disable the wizarals neededand then clickNext (or click
).
2. Slectyour time zone,set date and time formad, set the system
time, andthen clickNext

e e e T S S
Oo——O

QReade Time TcPap
Time Zone (GMT +08:00) Beijing, Hang Kong, Urumal, Singapore. Taipei -
Date Format YYYY-MM-DD hd
Time Format 24-hour ad
System Time 2019 . 05 - 06 < 1 2 s

3.  CGomplete network configurationandthen clickOK



QReode Time TCP/IP

Select NIC NIC1 h
Enable DHCP

1P Address 206 .3 .0 . 86

1P Subnet Mask 255 .255 .255 .0

1P Default Gateway 206 .3 .0 .1

Internal NIC IPv4 Addr. 172 .16 .0 nih

Previous o TR

3 Live View

Live ViewStatus
¢CKS T2 2 NSy HzAgARAYTR &85 © 2 MEX i 7R >
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Table 31 Live ViewwVindowIcons

Icon Description

E Tampering alarm
. Motion detection alarm

. Recording
. Turn onaudio

b2 Ny A0 RARS®RI 88RX o0dzi 230KSNI &A 0 d:




No. Description

1 The IP device is online, and live videplagying
The IP device is online, but the NVR has insufficient capacity to
2 .
decode streams from the IP device
3 No permission to vievive video from the IP device.
4 The IP device is offline.
5 No IP device is linked to the window.

Window Toolbar

Icon Description
A Available for PTZ cameras only. Click to display the PTZ
control window.
— Record live video in the window to the hadisk.
LS

CIickinﬂ stops recording.

Click to play video recorded during the past 5 minutes and
seconds.

Zoom in on an area of interest.

dick to edit image settings.

Click to set OSD

=R B




Icon Description

Rest your mouse pointer on the icon to vieitrate info; click
this button toview the camera ID and IP addresdo change
the username and password used to connect the camera.

i,

Click to turn on audio. CIicki.turns off audio. The sound
volume is adjustable.

Note: When you turn on audio irhe current window, audio
of the previous window is turned off.

Exit

Screen Toolbar

Icon Description

/ﬁ“ Click to access the main menu.

E /E/ Select the screen layout.
n/ Previousor next screen.

/ . Start or stop sequence.

ﬂ Playback.

Restthe mouse pointer on this icon to view encoding
By information including frame rate, bit rate, and
resolution; or click to view camera status.

Click to view device aim status andamera status.

Rest the mouse pointer aihto view NIC card

'FJ information. Orclick this icorto edit basic network
settings
13:56 Rest the mouse pointer aibto view the date Or click
. this icon to editime settings.
Qick toautomaticallyhide the toolbar or clic to
lock.
ShortcutMenu

 aK2 NI Oyinfin a K2 gy LIBISE @Iy & 20 ANK 3 KAy
GAYRR2BWSSY dz A BB YRSKHONANIE®RAzG a S¢pdz 58
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Table 32 Shortcut Menu

Menu

Common Menu
Single Window
Multi-Window

Corridor

Playback

Table 33 Shortcut Menu Description

Menu Description

Access the main menu.

Most of operations described in this manual are perform
start fromthe main menu for example, clickCamera>
Camera(with Menu >omitted).

Menu

Common Click this button to open th€ameraNetwork andBackup
Menu pages.

Choose a corridomode. Corridormodecan also be set in
the Default Layoutdrop-down list underSystem>
Preview

To display images in corridorode, the camera must be
installed correctlyrotated 90°clockwise or
counterclockwise)andthen usethe Image Rotation
parameter undeiCamera>Imageto rotate images
accordingly

Corridor

Play the current day's recordirigr the camera linked to

Playback the current window

Sequencéperation
¢KS a5l dzSy O Ij 2laudmhia i Ae22yizK 8 @NBFyy FiAlTa
GAYRR&FAISRSINYBKESS Ij dz8 y O ® NI €
CKEEL YLX S RSaONA 0%l kEBHAE 2 A Gl yEdH B 8
2y WAYIRRONBSY I &2dzi o

1. Click4 Windowson the screen toolbar

10



@ NOTE!
The number of windows that can be displayed may vary with NVR r

2. Click Start Sequenceon the screen toolbarSequencestarts by
displayng four windowson the first screerand then the fifth on the

second at the set interval.

11



@ NOTE!
The defaultsequencédntervalis eight secondand can besetundet
System> Preview.
You may drag video tan intendedwindow on the screen.

Zoom
B2Y Ay MBI YRER GO AY R2BSFRNI &4 @
1. Clickthe window andthen click on thewindowtoolbar.

2. Inthe smallwindow in the lower right corner, clickand dragyour
mouseto specifythe areato zoom in on The imagein the main

window zooms in The following shows an example.

12



@ NOTE!
The system adjusts thareaautomaticallyaccording tothe window siz
and its aspect ratioAlso,the system has specified minimum size tc

ensure zoom effects.

ImageConfiguration
IR2dert 3S aFBANYAWI (TSR Y O &y SNI

1. Click the window and thenlick on thewindowtoolbar.

2. Selectamodefrom the dropdown list according to the surveillance
scenarioandthen adjustcontrast, hue, saturation and brightness as
needed The settings available may vary with device model.

3. ClickOKto save the settings anexit.

Preview Configuration
b2 NN IXBRBDARS20 RE@EMI d2 YIE SGS GKS
08 T2ff 2¢AyA020OK 3 ORADSINBIBRIAYSRE SRA G LIN
aSGdAy3 +a ySSRSR:I AyOftdRAY3I @ARS
fle2deRSj dzSy OSpe K g8 BB EdzG 'y R (GKS
GAYR264& adzLILR2NISR YlIe @I NE gAGK b=

—& NOTE!
Pressing and holding the scroll wheel for at leas¢Gonds will restore tk
default resolution.

Preview Configuration
O QNBEOAS606AYR26 FAN| DKEFBNB ST dzf G 3
GAYRZIA YNOE YEADT oA RRYIOF Y&MIZT | y®R 42
2dz YEe glyld (G2 20RAETEISRERS TNRY] | O
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Video Output HDMI/VGA ¥
Resolution 1920*1080/60Hz(1080P) bt
Preview Windows 4 Windows T

Max, Alarm-Triggered Live View Windows 1 Window
Sequence Interval(sec) 8
Enable Sequence

Camera ID Name. ) B0 &8 8 88 00 10 5 (/S [
) D1 11111
® D2 IP Camera 01
© D3 IP Camera 03
® D4 IP Camera 04
® DS IP Camera 05
% D6 IP Camera 06
@ 07 IP Camera 07
@ D8 IP Camera 08

Apply Exit

{GSL) HY /H2AYO 0 K& yNRR2THKS yilzy RISIND £2NI
0 KS dhi2BMb LILISAYNES A R 28600 L 2 & 8S G KS &«
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Video Output HOMI/VGA

Resolution 1920*1080/60Hz(1080P) >
Preview Windows 4 Windows b
Max. Al ered Live View Windows 1 Window -
Sequence Interval(sec) 8

Enable Sequence

Camera ID Name B0 =2 =8 B 00 0 ) 8 '
» D1 11111 1

® D2 1P Camera o1

© D3 1P Camera 03

% D4 1P Camera 04

® DS 1P Camera 05

) D6 1P Camera 06

) D7 1P Camera 07

© D8 1P Camera 08

Apply Exit

Advarced @nfiguration

I £t AOMRAIKBODR | yRt §@BY { &8 NBR YU RN a w
0KS &addzo GaiNsariF ot AakK A0S GARS?2
aAYdzZ (O kykSRRadzafdey OGA 2y A& RAAaAlFOE SR 0

4 ChannelConfiguration

ChannelManagement

¢CKAE OKI LIKSNI Ri2a NWO S RL A ¥ REKIA DS w
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@ CAUTION!

AnIP deviceshould beconnected to one NVBnly. An IP device manag
by multiple NVRs may causaexpectedssues.

Adding an IP Device
¢tKa aSOltAvdt INMGEZR/SIARR | 42 L8 LIRSDW O
I N2By B BILX A GSoNDbS MR StKRe2 aS 2y S | a | Ll
Option 1
1. Click Camera> Camera> Camera The systemautomatically
searches for IP devices and lists the discovered.

Auto Switch to H.265 (Effective when fir... v

Auto Switch to U-Code (Effective when f... Advanced Mode v
Camera Status 1P Address Net Config  Cam Config  Model Protocol |~
D1(11111) 206.3.0.28 HIC6221EX20-5CIR-U Uniview
D2(IP Camera 01) 206.3.0.22 1PC2425-IR3-HUPF40-C-DT Uniview
D3(IP Camera 03) 206.3.0.89 IPC331€-IR3-PF60-DT Uniview
DA4(IP Camera 04) 206.3.029 IPC-B612-IR@U-X22-F Uniview
DS(IP Camera 05) 172.16.0.6 ONVIF
D6(IP Camera 06) 17216.07 ONVIF
D7(IP Camera 07) 172.16.08 ONVIF
D8(IP Camera 08) 172.16.09 ONVIF

206.3.0.6 1PC2122SR3-PF120 Uniview
206.3.0.7 HIC2101ES-F60IR Uniview
206.3.0.11 IPC3614SR3-DPF36M Uniview
206.3.0.13 IPC3612ER3-PF28M Uniview
206.3.021 1PC2425-IR3-HUPF40-C-DT Uniview
206.3.0.27 IPC7445R5-PF40-32G Uniview
206.3.0.30 IPC814SR-DVSPF16 ONVIF

206.3.031 IPCB14SR-DVSPF16 ONVIF

206.3.031 IPC814SR-DVSPF16 Uniview
206.3.032 IPCB14SR-DVSPF16 Uniview

« (£

Idle Receive Bandwidth: 33Mbps

Refresh Search Segment Custom Add Exit

16



@ NOTE!

under Statusmeansan IP devicds added successfully, and \
may click™~ to view live videdfrom the IP device' means thelF
deviceis offline, and you may view the cause by resting the m
pointer onthe
The idle bandwidth is displayed to indicate current bandwi

available for receiving streams. For more details, $éetwork
Statistics

2. (Optional) To search a specified network segment, cli&&arch
Segmentandthen set the addressange

3. Click* for the IP device to addr, you may also
ClickAdd All to add allthe discovered IP devicedlowed(depending
on channels supported by the N¥R
dick Custom AddIn the window displayegdenterthe IP address and

complete other settings and then clickAdd. You may also click
Searchand add discovered cameras in the list.

@ NOTE!
For a Digital Video Server (DVS)a window appears when you cl
Add, and you need toedectchanneldo addthe connecteccameras
Step 3 is not availabler certain models

Option 2
CKAE 2LIA2Yy A& y20 FLWXAOI6ES G2 b
1. ClickEin awindow.

17



2. Select the desiretP deviceand then clickAdd.

Option 3

=

CKAA 2LJiA2Yy A& 2yf e LI2LNIaEA CFINT fa9 Adli20 |
[ 2yySOG Iy It 2 OPDRKMBBA G ORAY I LER2NI 6A
OF K2y ySOGSR OF YSHR & KB tzba Wl ol RRIS
/IKSO1 &aildzpNkyYREGIN Y 80I¥S|ya f ABS OAl
0K® YSNI A& 0@I2A (AASIsS @ A/HKSA WA RS2 @

LT GKS OFYSNI I A¥SOagnNBOY ey ROBKY Of
| 2ydyA i KS 6AYR26! RRABBREFEEYVR SHKSyY
O2YLX SiGS (KS aSdiday3aa O2NNBOiGf eod

NOTE!

B appeas under Statusif the power output from a PoE port is below
above the rated power of theonnectedcamera

Option4
'aS GKAa 2LIA2Yy A¢f2RBPKEWIEE ¥Rl INR R
FYR IOHY eRaEANSIS AR L) REDGRAOF® I RRSR
St yy2i 65T KB KA dZNB R
1. ClickCamera>Camera
2. ClickCustom Add

18



3. Click to select a camera in the listlext Customfrom the Protocol
drop-down list and then click thé&rotocolbutton.

Add IP Camera

No. IP Address Status Model Protacol -
1 206.3.0.6 IPC2122SR3-PF120 Uniview
2 206.3.0.7 HIC2101ES-F60IR Uniview
3 206.3.0.11 IPC3614SR3-DPF36M Uniview
4 206.3.0.13 IPC3612ER3-PF28M Uniview
5 206.3.0.21 1PC2425-IR3-HUPF40-C-DT Uniview
6 206.3.0.22 Added IPC2425-IR3-HUPF40-C-DT Uniview
7 206.3.0.27 IPC744SR5-PF40-32G Uniview
8 206.3.0.28 Added HIC6221EX20-5CIR-U Uniview
“ |~
Protocol Uniview >
IP Address 206 .3 .0 .6
Port 80
Username admin
Password ~ aeee
Total Camera Number 1
Search OK Cancel

@ NOTE!
To add cameras to channels correspondingPoE portsvia custon

protocol, click ™ under Cam Config set Add Mode to Manual and
Protocolto Custom andthen complete the settings

4. In the Protocol window, name the protocol, enter the RTSP port
number, select a transmission protocahput the resource patls,
and then clickApply.

@ NOTE!
Gontact thecameramanufacturer for resource paths.

19



Custom Customl 2
Protocol Name Customl

Port 554

Transmission Protocol uDP ~

Enable Main Stream

Resource Path rtsp://<ip>i<port>/
Enable Sub Stream v
Resource Path rtsp://<ip>i<port>/

OK Cancel

5. Editsettings n the Add/Modify window as neededincluding the IP
address, username and password, and then didd. Check status
in the camera list.

Managing an IPevice
al yFr3S Lt RIXBNIAY BRARSHOII
Qick ** to edit settingsincluding the protocol, IP address, port
number, username and passworthe Camera IHield displays the
IP address that the current channel links to, and you may chtmgge

addressso the channel links to another devicEhe username and
passwordmust beconsistent with that of the IP camera.

20



Modify IP Camera

No. [P Address Status Model Protocol -
1 206.3.0.6 IPC2122SR3-PF120 Uniview

2 206.3.0.7 HIC2101ES-F60IR Uniview

3 206.3.0.11 IPC3614SR3-DPF36M Uniview

4 206.3.0.13 IPC3612ER3-PF28M Uniview

5 206.3.0.21 1PC2425-1R3-HUPF40-C-DT Uniview

6 206.3.0.22 Added IPC242S-IR3-HUPF40-C-DT Uniview

7 206.3.0.27 IPC744SR5-PF40-32G Uniview

8 206.3.0.28 Added HIC6221EX20-5CIR-U Uniview

“ -
Add Mode Manual b
Protocol Uniview X
IP Address 206 .3 .0 .28

Port 80

Username admin

Password ~  wreenm

Total Camera Number 1

Extended Transmission

Search oK Cancel

Qick I to deletean P deviceor select multiple IP devices and then
clickDelete. Channels corresponding to POE ports or switching ports
cannot be deleted.

Click™ to change the IP addresd an IP camerand thedefault
gateway.A DVSIP address cannot be editted from the N\ —.
meansthis function is not available.

Sort Cameras
{2NI OFYSNra G2 RAALXI & AY

@ NOTE!

This functioris unavailable toNVRs witHPoEports or svitching ports.

[axN
R
(s}
¢
w
Qx

C2NJ SEFYLX S5 (2 &6 A WIBKA{@REY =3 Y SURI 6
GK§gtt2s (K adSLIA 0St2s

1. Drag channel 1 to channel 2.

21



2. Right-click,then clickYesin the popup window.
3. Clickyes

Upgrading I”ameras
/| t A@BI0A aSS AF (GKS @OSNBRAZ2Y 2F (KS

. 2dz Y @& OdzlvBond RS1“* 0dzRRREB (" 00 2yS o0& 2V

t SO0 YdzZt GALX S OF Y/SOINIER 5yA8aLPA KIS S (
YSINY a6 G OKS & o
OSD Configuration

hy {ONB53 A LI I & NdBK { BIRAZENEA K RS2 2y 3S

(i KSSONB SH2 NJ SIEY NI BEH SEEY R

1. ClickCamera>OSD or cIiclm on the preview window toolbar.

2. Select the desired camera atiten enter acameranameyou want

to display on the screen.

3. Selectdate and time formatsChooseto displaytime and camera

nameas needed

4. Set font size and cola@s needed.

22



5. Drag the OSD to the desired position in gheview window on the

left.
OhLIGA2yIl2€LDR /1f IO e GKS alyS aSdidaay3a
Select Camera D3(IP Camera 03)
Name 1P Camera 03
Date Format dd/MM/yyyy
Time Format HH:mm:ss
Show Time
Show Name
Font Size X-large N
Font Color |
Copy Exit

6. ClickApplyto savethe settings

Image Configuration

1. ClickCamera>Image

2. Select the desired camera @iscene.

Select Camera D3(IP Camera 03) b4

Image Scene Bright x
Exposure  White Balance Advanced

Brightness
Saturation
Contrast
Sharpness
Noise Reduction

Image Rotation Normal ¥

3. Adjust settings orthe tabsas neededo achieveoptimal imagesSee
the following sections for detailed information.

23



@ NOTE!

I a @&yb&selectednly whensupported bythe IP camera.

To restore default image settingslick Default in the lower right
corner. Thigunctionisavailableonly when thecamera is connecte
to the NVRvia theprivate protocol.

Image settinggpply toboth live and recorded videos

Image enhancement
1. Click thelmage Enhancemenéab.

2. Adjust the settings as needed Some important parameters are
described irthe table below.

Parameter Description
Brightness The greater the value, the brighter the images appear
Saturation The amount of color in a specified hue.
The degree of difference between the lightdsthite)
Contrast and darkes{black)parts of an imageSetting a greater
value increases contrast.
Hue Purity of colors in an image.
Sharpness Contrast of boundaries of objects in an image.

Noise Reduction

Reducenoisesin imagesto improve image quality

Image Rotation

1 Normal:Displays images withoubtation.
9 Flip Vertical Displays images flipped vertically.

9 Flip Horizontal: Displays images flipped
horizontally.

91 180 Displays images flippecertically and
horizontally.

90° CWand 90° CCW Display images in corrida
format. The camera must be installed correct
(rotated 90° clockwise or counterclockwise)
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Exposure
1. Click theExposuretab.

2. Adjust the settingsas needed Some important parameters are
described in the table below.

Parameter Description

Select the correct exposure mode to achieve the

Exposure Mode desired exposure effect.

Shutter is used to control the light that comes b2
lens. A fast shutter speed is ideal for scenes in quick

Shutter(s) motion. A slow shutter speed is ideal for scenes that
change slowly.

Gain(dB) Control image signals sbat the cameracanoutput
standard video signala differentlight conditiors.

Iris Adjustiris openingof the lens to control the amount of
incoming light.

Slow Shutter Improves image brightness in Idight conditions

Set the slowest shutter speed for the camera during
exposure.

Slowest Shutter

Adjust the compensation value eeqquired to achieve

Compensation the desired image effects.
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